
Key Features
• NSF, UL and DLC Listed;

• 100-277V&277-480V optional.
• Smooth Body for Easy Cleaning. 

• No Exposed Screws & No Glass.

• Multiple light distributions for differentt project needs.

HCG SERIES NSF HIGHBAY
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PREMIUM

Applications 
• Food Processing Plants

• Factories

• Pharmaceutical Manufacturing Facilities

• Chemical Facilities

• Beverage Processing

• Poultry and Meat Processing

• Pet-food Production

• Grain and Sugar Production

• Warehouses

Specifications
Model No. HCG-10 HCG-12 HCG-15

Power Consumption 100W 120W 150W

LED Type Seoul Chip

Luminous Flux (±5%) 14,000lm 16,800lm 21,000lm

Efficacy (5000K, Ra80) 140 LM/W

Correlated Color Temperature 5000K (3000K, 4000K optional)

Color Rendering Index Ra80 (Ra70, Ra90 optional)

Beam Angle 50°, 90° , 120°

Power Supply Sosen Driver 

Input Voltage 100-277 VAC /277-480 VAC

Power Factor ≥0.93

Frequency 50 / 60 Hz

Surge Protection 2kV line-line, 4kV line-earth

Driver Type Constant Current (CC)

Product Dimension φ398×211mm (φ15.66" x 8.3")

Luminaire Net Weight 4.66±0.3kg (10.273±0.66Lbs)

Export Carton Size 450*450*245mm (17.7" x 17.7"x 9.7")

Gross Weight 5.9±0.3kg (13±0.66Lbs)

 Material
Housing Aluminum Alloy

Optics Polycarbonate Optical Lens

Finish Safe polyester Powder Coating

Fixture Color White 

IP Rating IP69K & IP66 

Mounting Option Eye Bolt Mounting / Pendant Mounting / Hook Mounting 

Operating Temperature -30°C to + 45°C  (-22°F to 113°F)

Life Time >50,000Hrs (Ta=30°C@L70)

Warranty 5 Years

Dimmable 1-10V Dimmable

Intelligent Control Occupancy Sensor

Accessory

PC Optics Lens - 50°, 90° and 120° PC Lens 

Reflector - PC / Aluminium Reflector

Bracket - Pendant Mounting Bracket for ½" or ¾" NPT

Aircraft safety cables

HCG

Model Wattage

10  =  100W

12   =  120W

15  =  150W

CCT

S = 3000K

I = 4000K

C = 5000K

Voltage

LV = 120-277V

Optic Mounting

HV = 200-480V

AccessoriesCRI

A  =  70

B  =  80

C  =  90

5D  =  50o

9D  =  90o

12D  =  120o Pendant

Eye Bolt

Hook

Aircraft Safety Cables

Aluminum Reflector

PC Reflector

Occupancy Sensor

Ordering Information



Photometry

Mounting Options
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