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HYDRA Series RetroFit Collection High Temp 
Hazardous Location Lighting

AB - Adjustable Bracket

PM - Pendant Mount 2SM - 25° Pole Stanchion 9SM - 90° Stanchion Mount

Configuration lbs

Without Bracket 24.2 lbs

With Bracket 26.7 lbs

MOUNTING OPTIONS

WEIGHTS AND DIMENSIONS

Adjustable bracket may be used for ceiling (25 degree hanging) or wall mounting (90 and 25 degree mounting)
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HYDRA Series RetroFit Collection High Temp 
Hazardous Location Lighting

PNC - Retrofit Kit for Crouse

PNA - Retrofit Kit for Appleton

PNK - Retrofit Kit for Killark/Hubbell

12.0 kg (26.5 lb)
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*Top hat is not included when,
placing order for retrofit pan.

*Top hat is not included when,
placing order for retrofit pan.

*Top hat is not included when,
placing order for retrofit pan.

Installation Diagram

Installation Diagram

Installation Diagram

12.3 kg (27.1 lb)
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Screws and Nuts
are not provided.

12.5 kg (27.6 lb)
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W 1/4” Nut

W 1/4” -20 Screw

Mounting Box Option & Dimensions (All in mm)
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HYDRA Series RetroFit Collection High Temp 
Hazardous Location Lighting
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OPTICS REPORT LIGHT DISTRIBUTION

ORDERING INFORMATION
ORDERING GUIDE

ANGLE (DEG)

AVERAGE BEAM ANGLE (50%) : 111.20 DEG

COB test

-180 -144 -108 -72 -36 0 36 72 108 144 180

C0/180
C90/270

Luminous & Intensity Distribution DiagramPolar Luminous & Intensity Distribution

C0/180
C90/270

UNIT: cd

COB test
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Kelvin 120W 140W

3000K 10,800 12,600

5000K 12,000 14,000

LUMENS

Series Wattage Voltage CCT Mounting* Accessory
HYD 12 = 120W

14 = 140W
LV1 = 120 VAC
LV2 = 277 VAC
HV = 480 VAC

S = 3000K
C = 5000K

2SM = 25° Stanchion Mount
9SM = 90° Stanchion Mount
PM = Pedant Mount
AB = Adjustable Bracket
PNC = Mounting Box - Crouse
PNA = Mounting Box - Appleton
PNK = Mounting Box - Hubbell/Krillark
PNH = Mounting Box - Holophane
PND = Mounting Box - Dialight

JB = Junction Box
NPT = 3/4’’  NPT: Pedant Adapter
SD = 304SS-Stainless Steel  Bracket & Hardware 
UG = 316SS-316 Stainless Steel**
FC = Fluorocarbon Coating

*Prior to ordering, we suggest you try our sample 
mounting box, to ensure compatibility 

** Only the  Adjustable Bracket mounting bracket is 
provided with the UG 316 option.

https://www.fmelighting.com/
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
mailto:info@fmelighting.com
https://www.fmelighting.com/


The OPEB series junction box intend to be used or 
explosive atmospheres. For general wiring in 
hazardous locations. Copper free aluminum 
enclosure.

• Ex d type flameproof enclosure.

• Four types of enclosures available.

• The degree of protection is IP66.

Certification For 
OPEB Series 
Junction Box

• Class I, Division 1, Groups A, B, C and D
• Class I, Division 2, Groups A, B, C and D
• Class II, Division 1, Groups E, F and G
• Class II, Division 2, Groups F and G
• Class III

Rated Voltage Max.800VAC
Rated Current 24A, 32A, 41A

Ambient 
Temperature

• Type A, B, C, D, E, F: Threaded joints
• Type KB1: Flanged and threaded joints

KEY FEATURES AND BENEFITS

Junction Box OPEB Series - UL Certifed
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SPECIFICATIONS

Model Terminal Spec

OPEB
2.5mm² / 24A
2.5mm² / 24A
4mm² / 27A

DIMENSIONS

Number of 
Terminal Block Cable Entry Spec Cable Entry 

Amount

Max. 4 ¾” NPT /
M25x1.5 Max.5 
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