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Catalog #:

AZZ-Series Wrap Around Surface Mount Units

Application: This 7” surface mounted wrap around 
unit is designed for use in most commercial, 
residential, and institutional type applications. The 
unit provides maximum light output with minimum 
clearance.

Construction: Housing is designed from heavy 
gauge die formed steel and is �nished in baked 
white enamel or polyester powder coating for 
maximum durability and re�ectivity. Clear acrylic 
prismatic wrap around di�user hinges from either 
side and snaps on and o� for easy maintenance.

Electrical: Fixtures are designed for bypass (linev-
oltage) LED Lamps. Other voltages are available 
upon request. Fixtures meet requirements for UL 
Luminaire Standard # 1598. All units comply with 
National Energy Standards.

Mounting: Unit is equipped with knockouts and 
holes for pendant or surface mounting. This �xture 
can be mounted individually or continuous run.
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Photometric Curve

Fixture Length
T12 T8 T5 Length

F20T12 F17T8 F14T5 24”
F40T12 F32T8 F28T5 48”
F96T12 F96T8 --- 96”

For Tandem Units:
Multiply lamp length above by lamp quantity

Maximum Weight= 16 lbs. / 48”    32 lbs. / 96” Ordering Information Specifications Subject To Change Without Notice

Model # Lamps Lamp Length LED Type Options

AZZ- 2 32

AZZ

2 = Two
3 = Three
4 = Four

Double Row
22 = Four Tube

Four Row
24 = Eight Tube

17 = 2ft 
25= 3ft
32=4ft
96=8ft 

EMB = LED Emergency 
System

SETLED = No ballast on 
fixture. Takes line 
voltage LED lamp.


