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CMF 2016 iT Series LED Parking Lot Light
Photocell / SPD / High Voltage UL & DLC / Different Brackets Available

Model No. CMF-75WiT

Nominal Power: 75W;

Operating Voltage: 90-305Vac/347-480Vac;

LED Maintain Flux: 9,750lm (Ta=25ºC);

Color Temperatures: 3000/4000/5000/5700/6500K;

Beam Angle: 70*130°, 70*150°, 150°

Fixture Material: Aluminum and PC;

Luminaire IP Rating: IP66 & IK10

Guarantee: 5 Years Warranty;
CRI: Ra>75;
Packing: 6.75/8.35kg,69*37*15cm,1pcs/ctn

Spec. 

Model No. CMF-110WiT

Nominal Power: 110W;

Operating Voltage: 90-305Vac/347-480Vac;

LED Maintain Flux: 14,300lm (Ta=25ºC);

Color Temperatures: 3000/4000/5000/5700/6500K;

Beam Angle: 70*130°, 70*150°, 150°

Fixture Material: Aluminum and PC;

Luminaire IP Rating: IP66 & IK10

Guarantee: 5 Years Warranty;

CRI: Ra>75;

Packing: 6.75/8.35kg,69*37*15cm,1pcs/ctn



Spec. 

Model No. CFM-150WiT

Nominal Power: 150W;

Operating Voltage: 90-305Vac/347-480Vac;

LED Maintain Flux: 18,000lm (Ta=25ºC);

Color Temperatures: 3000/4000/5000/5700/6500K;

Beam Angle: 70*130°, 70*150°, 150°

Fixture Material: Aluminum and PC;

Luminaire IP Rating: IP66 & IK10

Guarantee: 5 Years Warranty;

CRI: Ra>75;

Packing: 6.75/8.35kg,69*37*15cm,1pcs/ctn

Spec. 

Model No. CMF-180WiT

Nominal Power: 180W;

Operating Voltage: 90-305Vac/347-480Vac;

LED Maintain Flux: 23,400lm (Ta=25ºC);

Color Temperatures: 3000/4000/5000/5700/6500K;

Beam Angle: 70*130°, 70*150°, 150°

Fixture Material: Aluminum and PC;

Luminaire IP Rating: IP66 & IK10

Guarantee: 5 Years Warranty;

CRI: Ra>75;

Packing: 9.35/10.8kg,75*44*15cm,1pcs/ctn



Spec. 
Model No. CMF-225WiT

Nominal Power: 225W;

Operating Voltage: 90-305Vac/347-480Vac;

LED Maintain Flux: 29,250lm (Ta=25ºC);

Color Temperatures: 3000/4000/5000/5700/6500K;

Beam Angle: 70*130°, 70*150°, 150°

Fixture Material: Aluminum and PC;

Luminaire IP Rating: IP66 & IK10

Guarantee: 5 Years Warranty;

CRI: Ra>75;

Packing: 9.35/10.8kg,75*44*15cm,1pcs/ctn

Spec. 

Model No. CMF-265WiT

Nominal Power: 265W;

Operating Voltage: 90-305Vac/347-480Vac;

LED Maintain Flux: 32,000lm (Ta=25ºC);

Color Temperatures: 3000/4000/5000/5700/6500K;

Beam Angle: 70*130°, 70*150°, 150°

Fixture Material: Aluminum and PC;

Luminaire IP Rating: IP66 & IK10

Guarantee: 5 Years Warranty;
CRI: Ra>75;
Packing: 9.35/10.8kg,75*44*15cm,1pcs/ctn

Warranty
5 Years Warranty Since the Date of Purchase
LED Chip Brand
Lumileds Luxeon 3030-2D LED Chips
LED Drive Power
MeanWell HLG/ HVG/ Invertronics Driver




