
LED Linear Light

A series
Wattage: 50W
Lumen Output: 120lm/w
Size: 300*130*100mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

A series
Wattage: 100W
Lumen Output: 120lm/w
Size: 590*130*100mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

A series
Wattage: 150W
Lumen Output: 120lm/w
Size: 890*130*100mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

A series
Wattage: 200W
Lumen Output: 120lm/w
Size: 1190*130*100mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

A series
Wattage: 240W
Lumen Output: 120lm/w
Size: 1490*130*100mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending
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B series
Wattage: 100W
Lumen Output: 120lm/w
Size: 315*290*125mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

B series
Wattage: 200W
Lumen Output: 120lm/w
Size: 605*290*125mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

B series
Wattage: 300W
Lumen Output: 120lm/w
Size: 895*290*125mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

C series
Wattage: 150W
Lumen Output: 120lm/w
Size: 315*435*125mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

C series
Wattage: 300W
Lumen Output: 120lm/w
Size: 605*435*125mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending
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C series
Wattage: 450W
Lumen Output: 120lm/w
Size: 895*435*125mm
Input Voltage: 100-277V AC
Beam Angle: 60° /120° /70*140°
Mounting: Ceiling/ Wall/ Suspending

Installation Way:

1. Ceiling Mounted

2. Wall Mounted

3. Suspending Mounted
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