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DM33C3120120EBCP-LED Field Installable LED Emergency Ballast

Project:

Type:

Catalog#:

HOUSING
- LED Illuminated and remote mounted test switch
- Injection-molded, engineering grade, �ame retardant, high impact
resistant thermoplastic in a black �nish

ELECTRICAL
- Provides a minimum of 90 minutes of emergency illumination
- Dual voltage 120-277V, 50/60 Hz
- Output short/overcurrent protection: Electronic limiting, with normal
operation resuming upon removal of fault
- Charge/Power “ON” LED Indicator light and push-to-test switch for
mandated code compliance testing
- Output Classi�cation: Class 2 Compliant - Surge Protection: Per C62.41 
(TVS)
- Input Overcurrent protection: Fusible link

INSTALLATION
- Suitable for installation inside, on top, or in remote of the �xture

BATTERY
- Ambient Temperature Rating: 0°C - 50°C
- Maintenance-Free Nickel-Cadmium Battery 
- Maximum recharge time: 24 hours

CODE COMPLIANCE
- UL Classi�ed for factory or �eld installation
- Suitable for damp locations
- Meets UL924, NFPA 101 Life Safety Code, NEC, OSHA, Local and
State codes

WARRANTY
- 5 Year warranty

ORDERING INFORMATION

Catalog #
Output Input

Watts Lumens Voltage (Vdc) Current (mAdc) Current (A) Power (W)
EBCP-LED-5W 5.0 600 20-50 250-100 0.061 3.9
EBCP-LED-8W 7.8 935 20-50 390-156 0.065 4.8
EBCP-LED-11W 10.7 1285 20-50 535-214 0.087 5.7
EBCP-LED-14W 13.7 1965 20-50 685-274 0.110 6.9

EBCP-LED-17W 17.0 2040 20-50 850-340 0.110 7.9


