
KDA45Q
22" LED Highbay 

I=Narrow Beam 1X273=273w U=120-277V 
H=347/480V

5K=5000K G=Clear Flat Glass Lens
P=Clear Flat Prismatic Glass
C=Acrylic Conical Lens
D=Acrylic Drop Lens
B=Polycarbonate Drop Lens

W=White
C=Custom
(Consult Factory)

SF=Single Fuse 
DF=Double Fuse 
SP=Surge Protection
M3=Microwave Sensor for Mounting Heights 
of 20 Feet or Above.
C6300W=6 Foot White Cord, 300VAC, 3 
Wire, Leads
CP6120W=6 Foot White Cord,
3 Wire, L5-15P Twist-Lock Plug
CP6277W=6 Foot White Cord,
3 Wire, L7-15P Twist-Lock Plug
C6600B=6 Foot Black Cord, Type STW, 
600VAC, 3 Wire, Leads
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KDA SERIES

The KDA Series 22" Narrow Beam High Bay is available with a 
choice of four lenses designed to replace HID lighting systems 
up to 1000w MH. Typical applications are high ceiling industri-
al, manufacturing, military and large aircraft hangar facilities. 
Suitable for 40 to 70 foot mounting heights based on light 
level and uniformity requirements.

Speci�cations and Features:
Housing:
• Die Cast Aluminum Housing with External 
   Heat Sinks for Cooler Operating
• Temperatures. Includes 4” Stem.
Listing & Ratings:
• CSA: Listed for Damp Locations, 
  ANSI/UL 1598, 8750
• (Lens Gasket Use Required)
• IP54 Sealed LED Compartment.
Finish:
• White Powdercoat Finish Over a Chromate 
   Conversion Coating. Custom Colors
   Available Upon Request.
Lens:
•  Tempered Clear Flat Glass Lens, Tempered 
   Clear Flat Prismatic Glass Lens, 
   Polycarbonate Drop Lens, Acrylic Drop Lens, 
   Acrylic Conical Lens.
Mounting Options:
Mount with Included 1� Die Cast Hook.
LED:
Aluminum Boards
Wattage:
• Array: 275.4w, System Input: 296.4w
• (400-1000w HID Equivalent)
Driver:
• Electronic Driver, 120-277V, 50/60Hz or 347/480V, 
  50/60Hz; Dimmable Driver
Warranty:
• 5-Year Warranty for -40°C to +50°C Environment.

22" LED Narrow Beam Highbay

Dimensions
Diameter (D) 22¼˝ (565mm)

Height (A) 16¼˝ (413mm)
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